
   

ROBUR Pre-Startup Check List by Mechanical Contractor 

Model number   Serial number(s)     

Job site name and address    

 I have read and understand the Installation and Operation Instructions. 

 Installation is complete and appliance is permanently connected to water and power (no temporary connections are permitted). 

Propylene glycol has been added to the system at _____ % mass as per design. 

 Gas supply pressure to the appliance is between 7” and 11” w.c., and in accordance with the rating plate on the appliance. The 

supply piping is sized appropriately to accommodate all appliances it serves. The gas lines must be been bled to the units and 

ready to fire with no leaks. 

 All gas regulators have been sized properly and located to ensure appropriate lockup. 

 Ensure proper spacing between units and clearances in all directions for proper air intake. 

 Piping is sized and installed according to the Installation and Operation Instructions and local Code. 

 Pumps have been sized and installed according to the Installation and Operation Instructions and pump manufacturer’s 

recommendations. All pumps must be cycled and ready to run and Main Building Pumps are running with no water leaks. 

 Pump(s) or control valve(s) are wired to the units and configured per control sequence. 

 Appliance has been filled with water and purged of all air and the system set to the Installation and Operation Instructions’ 

recommended operating pressure. 

 Robur DDC (if applicable) is installed, wired, and ready to operate with connections to CANBUS. 

 Robur DDC (if applicable) control strategy is defined and prepared to be implemented into the BAS.  

 Outdoor sensor (if applicable) installed in a shaded area and wired to DDC. 

 Units have AC Power Supplied and confirmed with-in power specifications. 

 All pressure relief valves and condensate drains (if applicable) are piped to the floor / drain. 

*Each item must be verified to enable factory startup. 

Mechanical Contractor    Contact   Contact Number   

Controls Contractor    Contact   Contact Number   

Gas Fitter  Lic #  Contact  Contact Number    

Start-up Request Date/Time        

Date   Name   Signature   

Please fax signed copy to 604-525-4774 or email sales@jsasales.com 
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